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Dear Ms. Salas:

There have been several past meetings on the subject of interference by radio frequency
("RF") lighting into SDARS receivers attended by the Commission staff, Sirius Satellite Radio
Inc. ("Sirius"), XM Radio Inc. ("XM") and Fusion Lighting, Inc ("Fusion"). In some of the
meetings, Sirius and XM have questioned whether the out-of-band emission levels from RF
lights could be reduced by different or improved construction of the lamps. Fusion answered
that either this was not feasible or not economic.

Sirius has hired an expert consultant, John M. Osepchuk, PhD, to investigate this
question. His resume is provided in Attachment 1. His investigation yielded two specific areas
where different or improved construction should reduce RF lighting out-of-band emission levels
in a practical and economic manner:

• improved screen design, especially using a dual screen approach, and

• different power supplies, particularly the half-wave doubler supply which can be
implemented at this time.

Dr. Osepchuk's examination suggests that there are inexpensive and practical methods that
Fusion could employ to redesign its magnetron to reduce dramatically interference into adjacent
channel services such as SDARS.
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The full Statements on these two results of the consultant's investigation are provided in
Attachment 2. Sirius and XM request that the Commission take these results into consideration
when reviewing the rules applicable to licensing RF lighting.

If there are any technical questions about the foregoing, please call Robert D. Briskman,
Technical Executive, at Sirius. Mr. Briskman's phone number is (212) 584-5210.

Sincerely,

Cod Ifl 41J*~~Carl R. Frank
Wiley Rein & Fielding LLP
1776 K Street, NW
Washington, DC 20006

Counsel for Sirius Satellite Radio Inc.
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cc (w/encl): Donald Abelson
Rosalee Chiara
Ronald Chase
Anna Gomez
Linda Haller
Ira Keltz
Bruce Franca
Julius Knapp
Jane Mago
Michael Marcus
Geraldine Matise
Rockie Patterson
Bruce Romano
Karen Rackley
John Reed
Ronald Repasi
Tom Tycz

-h~l>·crc~
Bruce D. Jacobs 'Py ict'
Shaw Pittman LLP
2300 N Street, NW
Washington, DC 20037

Counsel for XM Radio Inc.
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Statement on
Possibilities in Screen Design for Microwave Lights of
Value for Mitigation of Noise in the 2.3 GHz Band

This document explores the possibilities ofreducing emissions in the 2.3 GHz bandfrom
microwave-excited lights by introducing innovations in screen design. The most
promising possibility is based on the introduction oftwo screens in cascade separated by
an optimum distance for maximum suppression ofthe emission ofconcern.

Introduction:

There exists concern that microwave-excited lights (lamps or lighting
devices) may emit energy in the 2.3 GHz band (actually 2.32 - 2.345GHz) that will
interfere with the reception of microwave digital audio broadcast signals from satellites,
even if the lights meet the existing requirements by the FCC or CISPR on out-of-band
emissions. The microwave lights are an ISM (Industrial, Scientific and Medical) device
designed to operate in the ISM band of 2.4 GHz - 2.5 GHz-the same band in which
microwave ovens operate. The microwave lights utilize the same or similar magnetrons
as used in the microwave oven. The magnetron is the ideal source for these power (non­
communication) applications because of their high efficiency (>70 %) and their low cost
(-$10 for large-scale manufacture of microwave ovens). The magnetron also, however,
generates a high level of noise and spurious signals in addition to the fundamental signal
and its harmonics. This out-of-band energy appears as sidebands to the fundamental and
harmonic frequencies, radiated from the front as well as back sides of the oven or lights,
as well as base-band energy radiated from the back side-where the magnetron is located
with a more direct path to the electricity power cord. The sideband region is roughly from
50 to 400 MHz from the carrier (fundamental signal of2.45 GHz) with a maximum
typically between 150 and 300 MHz from the carrier. The energy is complicated by its
variation in amplitude and frequency with the instantaneous anode current of the
magnetron which for practical ovens and lights varies from - to some maximum value
cyclically at the power line frequency of 60 (or 50) Hz.

In the 2.3 GHz band most of the energy is emitted (leaked) from the front
end-where the oven door is present or the output screen of a microwave light.
Furthermore increase of suppression of 2.3 GHz energy from the back end involves
mostly cost considerations but no fundamental conflict with the performance of the
lights. At the front end of the lights, however, on some designs, the same mesh screen
which helps contain the microwave energy also must be highly transparent to the light as
well as allowing the exhaust of cooling air which after cooling the quartz light bulb then
helps cool the metal screen. Since the screen is the largest source of microwave emissions
in these lights, it is worthwhile to review the possibility of design modification of such
screens to attain maximum suppression of microwave leakage, particularly that in the 2.3
GHzband.
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It must be remembered that although the present objective is to minimize
emissions at 2.3 GHz, in the end one must also check the effect of design modifications
on emissions across the whole spectrum. Although one cannot make absolute judgments,
there is reason to believe that some of the possible design modifications under
consideration will not seriously affect emissions at other parts of the spectrum of
importance relative to potential interference with other services.

Design of Screens for Microwave Suppression:

Metal screens or meshes are used to permit the exit ofthe desired light
energy as well as contain the microwave energy in the light enclosure, containing a
spinning quartz lamp (containing a gas including sulfur components). The screen
intercepts unavoidably some light energy, which can contribute to heating the screen.
Thus the screen must allow the exhaust of air, which also performs a cooling function on
the screen.

We here review only the function of the screen for microwave suppression
and explore the potential for maximizing this suppression by redesign of the screen
dimensions. The suppression of microwave transmission through the screen can be
estimated for a mesh of round wires by the formula of Mumford [1], viz.:

(1)

Where Po is the power or power density impinging or incident on the screen and PI is the
power or power density transmitted through the screen and

B =

a In {0.83exp2m/a}/[(exp2m/a)-I]
(2)

and Ais the wavelength, a is the period between wires and r is the radius of the wire. The
wire is assumed perfectly conducting.

Another useful formula is that of Otoshi [2] for the transmission loss T
in dB:

T = 20 log {3abA/(21td3
COS8i)} + 32t1d (3)

Where a and b are the two distances between centers of any array of holes in the screen, d
is the diameter of the holes, t is the thickness of the screen, 8i is the angle of incidence on
the screen and Ais the wavelength. (-12.9 cm)

If we assume screens with basic periods of around 0.100" these formulas
yield suppression factors of 27 to 40 dB, roughly, for screens of 80 to 90 % optical
transparency. In both cases if we halve the period and also scale the diameters and
thicknesses we gain 6 dB. Therefore to get substantial increase in suppression-say 20
dB, we need to reduce the period by a factor of 10 or more. Such fine screens, with a
period of only 0.010" are feasible but expensive and fragile if self-supported (e.g. as
available from Buckbee-Mears, Inc.). On the other hand such screens are feasible if
deposited on a dielectric substrate [3]. These are feasible for use in microwave ovens but
pose serious problems in the light application because of the heating of the substrate by
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the intense light and the blocking of airflow. Even if the airflow is then effected through
an additional array of ventilation holes (not designed for light output) this then
complicates the design of the whole device.

We note from formula (2) that doubling of screen thickness from tid =
0.25 to 0.50 results in only an 8 dB increase while increasing significantly the difficulty
in screen manufacture-whether deposited or self-supporting.

We conclude that modest increase in screen suppression (e.g. 6 to 10 dB)
is feasible in microwave lights, but some new approach is required for substantial (e.g. 20
dB or more).

A Cascade Design:

The potential for substantial suppression increase is seen if one considers
arranging for two screens in cascade at the output aperture of the microwave light. These
must not be closely located for then they perform more like a thickened screen. But if
they are separated by a significant fraction of a wavelength, then they will act to double
the total transmission in dB. From simple transmission-line theory [4] one can estimate
the optimum separation as roughly lJ4-i.e. a quarter wavelength while a separation of
1J2 would create a near-resonant condition with maximum transmission.

In the case of the microwave light the output aperture diameter is of the
order of a few inches. Thus at 2.3 GHz only a few modes would propagate in the circular
pipe (or flared pipe) that connects the two screens. The cutoff wavelength for the
fundamental mode is 3.42 a where a is the radius of the pipe and is expected to be much
larger than the free-space wavelength at 2.3 GHz. All the other modes must be analyzed,
as well and a screen separation determined that is roughly Ag/4 for all modes at 2.3 GHz,
where Ag is the guide wavelength for a given mode. At least the separation should not be
close to Ag12 for any mode.

It would appear that it should be feasible to carry out such a design for
doubling or substantially increasing the leakage suppression, in dB, at 2.3 GHz and
frequencies nearby. In principle the suppression improvement may be less satisfactory at
other frequencies far from 2.3 GHz. Still because practical concern centers heavily in the
range of 2 to 3 GHz, the outlook is promising.

There remain the questions of effect of the design modification on optical
transmission and airflow. Both these parameters suffer a modest decrease in performance
if the two screens are like an initial design of modest optical transmission --e.g. 80 %.
This possibly could be mitigated by introducing screens of higher optical transmission
with a concomitant small decrease in microwave suppression. The combination, however,
can still show substantial increase in total microwave suppression at least around 2.3
GHz.

Design for Glass Window Output:

In one design that has appeared, the quartz lamp is surrounded by a
rectangular parallelepiped mesh structure that contains the microwave energy. In this case
the output window is made of glass and airflow is not required at the window. In this case
very fine mesh structures can be photo deposited and high suppression achieved.
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Furthennore, if necessary, there is the option of two photo deposited screens, one on each
surface of the glass window, with adjustment of window thickness for optimum
perfonnance.

Conclusions:

We conclude there is a reasonable potential for substantial increase of the
suppression of microwave leakage through the output screens of microwave-excited
lighting devices through the use of a cascaded screen design (2 screens). A modest
increase in manufacturing cost is incurred but it is believed that optical transparency and
airflow functions of the screens can be maintained at acceptable levels ofperfonnance.
References:
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October 29, 2001

4



Statement on
Power-Supply Options and Their Relation to Mitigation
of Out-of-Band Magnetron Noise in the 2.3 GHz Band

This document explores the possibilities ofreducing emissions in the 2.3 GHz bandfrom microwave­
excited lights by choice ofpower-supply design. The most promising option, in the nearfuture, is the use of
a halfwave doubler supply.

Introduction:

There exists concern that microwave-excited lights (lamps or lighting
devices) may emit energy in the 2.3 GHz band (actually 2.32 - 2.345GHz) that will
interfere with the reception of microwave digital audio broadcast signals from satellites,
even if the lights meet the existing requirements by the FCC or CISPR on out-of-band
emissions. The microwave lights are an ISM (Industrial, Scientific and Medical) device
designed to operate in the ISM band of 2.4 GHz - 2.5 GHz-the same band in which
microwave ovens operate. The microwave lights utilize the same or similar magnetrons
as used in the microwave oven. The magnetron is the ideal source for these power (non­
communication) applications because of their high efficiency (>70 %) and their low cost
(~$10 for large-scale manufacture of microwave ovens). The magnetron also, however,
generates a high level of noise and spurious signals in addition to the fundamental signal
and its harmonics. This out-of-band energy appears as sidebands to the fundamental and
harmonic frequencies, radiated from the front as well as back sides of the oven or lights,
as well as base-band energy radiated from the back side-where the magnetron is located
with a more direct path to the electricity power cord. The sideband region is roughly from
50 to 400 MHz from the carrier (fundamental signal of 2.45 GHz) with a maximum
typically between 150 and 300 MHz from the carrier. The energy is complicated by its
variation in amplitude and frequency with the instantaneous anode current of the
magnetron which for practical ovens and lights varies from - to some maximum value
cyclically at the power line frequency of 60 (or 50) Hz.

Dependence of Noise on Anode Current:

It is important to realize that the magnetron used in microwave ovens and
microwave lights is essentially of one standard design, regardless of the manufacturer [1].
Thus its properties, including those of noise and spurious are basically the same in all
tubes. It has been shown [1] that the noise and spurious signals from this magnetron are a
function of the instantaneous value of anode current, which in most applications is varied
at a rate of 60 (50) Hz, except for a few ovens that utilize a switched-mode power supply
[2]. In these cases, the anode current may also be varying at a rate of 20 to 100 kHz.
Although it is possible to create a d.c. power supply by filtering out the a.c. in the output
of the switched-mode power supply, this rarely has found practical application, primarily
due to cost. In the most popular power supply, the half-wave doubler, the output is a
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voltage pulse approximating a square-wave pulse, once per 60 Hz (or 50 Hz) period with
an accompanying pulse of anode current that appears like one half cycle of a sine wave.
In the full-wave doubler power-supply, the anode current waveform is somewhat like a
rectified sine wave except for small periods of zero current at the zero-crossing moments.

As shown in the literature [1], there are three regions of anode current with
distinctly different noise properties. First there is the region of low anode currents, from 0
to about 200 to 400 rnA, roughly, for most cooker magnetrons where broad noise peaks
are generated at sideband frequencies that vary with current in this range. In particular,
the lower sideband may exist between 2.00 GHz and 2.4 GHz. The net result in the ac
driven cooker magnetron is appearance of substantial noise in sideband regions like 2.0 ­
2.4 GHz Between roughly 400 rnA and 700 rnA, discrete spurious signals of considerable
amplitude may exist in the sideband regions-in particular between 2.1 to 2.35 GHz.
Finally above 700 rnA up to the peak current which is around 1.0 Ampere, there is
essentially no noise or spurious signals.

In the microwave oven with wide variation in loads and stirrer actions, the
composite spectra and waveforms are very complex. In a microwave-excited lighting
device, where the "cavity" is small and the mechanical stirring (of the quartz lamp) is
limited, the spectra and waveforms should show less variation. Still as shown [1], the net
result is that at a specific frequency and over a small band, e.g. 10 to 20 MHz, the noise
or spurious signals appear as narrow (e.g. <1 msec) pulses at the beginning and the end of
the conduction period (one half cycle in the case of the half-wave doubler). A more
thorough study [2] of spurious signals from cooker magnetrons shows that there are some
spurious signals that can exist throughout the conduction period, but these, so far, have
been found to occur only at base-band frequencies < 1 GHz.

Comparison of Noise Duty Cycle with Various Power Supplies:

Thus with the half-wave doubler supply, spurious energy at 2.3 GHz will
occur only for less than 2 milliseconds, at most, within one 60 Hz period, or less than 15
% of the time. In this case for 85%-90% of the time there is no interference at 2.3 GHz
emitted by the microwave light,

On the other hand, with a full-wave doubler supply, there will be four such
noise pulses during anyone 60 Hz period. This roughly means a noise duty cycle of
about 25% and noise-free duty cycle of only 75 %. The full-wave supply, in principle
requires less peak current then the half-wave supply. Thus, in principle, operating life of
the magnetron should be greater with the full-wave supply. In practice, this difference
may be less than predicted by simple considerations. Reasons for this include differences
in waveforms from simple theory-e.g. more peaked current waveforms for full-wave
supplies than for half-wave supplies.

Switched-mode supplies [3], without filtering, will not yield lower noise
than the simple doubler supplies. Some data [4] suggests that the noise maybe even
somewhat larger because of relatively larger dwell times at low currents when the
currents are modulated at high rates-e.g. 80 kHz.

In principle, with filtering, which is expensive for consumer applications,
the power supply can become a d.c. supply and the magnetron run at essentially constant
current. e.g. 300 rnA instead of300 rnA average and 1 A peak. Limited experience [5] in
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such operation of cooker magnetrons shows that very low noise operation is achieved.
What has not been explored yet, however, is the impact on life and what requirements
there may be to adjust filament current to maintain this condition during life. The theory
is that the magnetron is operating temperature-limited in this case and is thus close to the
mode boundary triggered by insufficient emission. (The lower mode boundary in terms of
filament voltage) Complicating the question is the fact that a.c. operation of the
magnetron is intrinsically different [I] from d.c. operation of the magnetron. In the a.c.
case the tube operates at instantaneous currents of 0 to I A while the heating balance is
that characteristic of 300 rnA or 0.3 A. In the d.c. case the instantaneous current and
average current are the same with different implications in terms of heating balance,
cathode back-bombardment, secondary emission and other phenomena. Thus, for
example, in d.c. operation [5] at 300 mA the optimum filament voltage is low and even
zero-i.e. cathode heating purely from back-bombardment. How critical the maintenance
of this condition during life has not been determined.

Thus, with a d.c. supply, although there is the promise of very low-noise,
this has not been established as reliable during life. Furthermore, if the magnetron drifts
into a noisy state it will produce essentially continuous noise at certain frequencies-i.e.
high duty cycle. These frequencies will drift according to thermal phenomena as well as
with any stirrer activity, e.g. the rotation of the quartz lamp in the microwave lighting
device. We can conclude that the option of a d.c. supply has the promise of very low
noise and some unresolved problems of stability and life. In view of the absence of
spurious noise in the ideal performance in this mode, an in-depth investigation is
warranted.

Conclusions:

We have reviewed several options of power supplies available to the
designer of microwave-excited lights. Although a d.c. supply may in the future yield the
lowest noise levels, further studies are needed to confirm that potential problems of life
and stability can be controlled. In addition cost-reduction studies are desirable.

Of the two doubler supply options, the half-wave doubler is considered
superior to the full-wave doubler because its potential noise duty cycle at 2.3 GHz is
roughly half of that with the full-wave supply. Furthermore it presents only two noise
periods per 60 Hz period to be avoided vs., 4 such periods in the full-wave case. This
affords the designer of broadcast systems like the audio broadcast satellite system more
opportunity to realize noise-free transmission and reception in the real world.

The use of the half-wave supply vs. the full-wave supply may pose
theoretical loss in magnetron life, but in practice this difference may not be as large as
presumed. Furthermore, the half-wave option offers other advantages including lower
cost.
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